
W a t e r  T a n k s  w i t h  
Q u a l i t y  F e a t u r e s .

5 Year Warranty
All of our quality tanks are backed by a five year written, limited guaranty.

Stainless Steel Water Connection
All of our Online®, Well-Rite®, Challenger® and H2Pro tanks are constructed with a
stainless steel water connection that is welded to the tank wall. We believe that
this weld provides the strongest water connection in the industry. Our connection
is totally lead free, NSF approved for the highest sanitary standard.

Helium Tested
In order to provide the highest quality tanks, we subject our tanks to helium
testing and pressure testing to ensure the structural integrity of our tanks.

Controlled Action Diaphragm
Flexcon’s patented controlled action, double diaphragm assembly completely 
contains drawdown water.This design prevents our diaphragm from chafing 
against the tank wall and surrounds the diaphragm in a pre-pressurized atmosphere.

Amtrol

Goulds. State Well Pro- Standard
Challenger Well-Rite H2 Pro Well-X-Trol Wel-Flow Champion How 2 Tank A.O. Smith Perma Tank Mate Sputce Galvanized

PJR6 PJR6 PJR6 WX-101 WF6 CM1001 HT2 V6P PIL-2 WM8L N/A 5 GAL.

PJR15 PJR15 PJR15 WX-102 WF15 CM1002 HT4.4 V15P PIL-5 WM18L N/A 12 GAL.

PJR20* PJR20 PJR20 WX-105 N/A N/A N/A N/A N/A WM25L PS15-502 18 GAL.

PJR25* PJR25 PJR25 WX-103 WF25 CM1003 HT8.6 V25P PIL-7 N/A N/A 21 GAL.

PC44 WR45 WWT-14 WX-201 WF45 CM3001 HT14 V45 PAD-14 WM4 PS30-T01 30 GAL.

PC66 WR60 WWT-20 WX-202 WF60 CM4202 HT20 V60 PAD-20 WM6 PS42T-T02 42 GAL.

PC88 WR80 WWT-25 WX-202XL N/A N/A N/A V80 N/A N/A N/A 82 GAL.

PC111 WR100 WWT-30 WX-205 WF110 CM8205 N/A N/A N/A N/A PS75T-T03 82 GAL.

PC122 WR120 WWT-35 WX-203 WF100 CM8003 HT32 V100 PAD-36 WM9 PS82T-T05 82 GAL.

PC144 WR140 WWT-45 WX-250 WF140 CM10050 HT44 V140 PAD-52 WM14 PS120-T50 120 GAL.

PC211 WR200 WWT-65 WX-251 WF200 CM12051 HT44 V200 PAD-52 WM20 PS200-T51 220 GAL.

PC244 WR240 WWT-80 WX-255 N/A N/A N/A V250 N/A N/A N/A 220 GAL.

PC266 WR260 WWT-85 WX-302 WF260 CM17002 HT86 V260 PAD-86 WM25 PS220-T52 220 GAL.

PC366 WR360 WWT-120 WX-350 WF360 CM22050 HT119 V350 PAD-119 WM35 N/A 315 GAL.

* Add “S” for horizontal models with pump stand. FSI-3/04

Tank Replacement Guide
Use the following as a guide to replace existing tanks
with a Prepressurized Diaphragm well tank…

®


